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Wachendorff Automation

.. Sistemler ve enkoderler

» Komple sistemler

» Uygulamaniz icin saglam enkoderler

« Standart program ve misteri sirimleri
 lzin verilen en tuksek yukler

» 48 saatte acil tretim

e Almanya'da Uretim

» Diinya capinda dagitim agi

Industrie ROBUST
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Enkoder WDGA 58D absolute Universal IE,
Veriyolu kapakli, EnDra® teknolojisiyle

\R
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lllustration similar

EnDra’

Technologie

Universal-IE

—— Industrial Ethernet —

Heavy duty

WACHENDORFF
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EnDra®: Bakim gerektirmez, ¢evre dostu
Universal IE, Singleturn/Multiturn

« Veriyolu kapakli, kompakt yapi
¢ Single-/Multiturn (max. 16 bit/43 bit)

* Gelecege donuk teknoloji

« Calisma ve veriyolu durumu gdstergesi olarak 2 renkli Duo LED ve

2 L/ALED

« En yulksek yatak yukleri; radyal 500 N, eksenel 500 N

www.wachendorff-automation.com.tr/wdga58duie

Mekanik veriler

Integrated web server:

Flans tipi

Gecmeli Flans

Flans malzemesi

Aliminyum

Govde malzemesi

Aluminyum pres dokiim, toz kaplamali

Configurable

Selectable: PROFINET-IO, EtherNet/
IP, EtherCAT

IP addres

Subnet mask

Ara parga Krom celik gévde, manyetik boyali
pare gk g y y Gateway address

Flans capi @ 58 mm
Readable Encoder parameters

Saft(lar) Update Firmware

Saft malzemesi Paslanmaz celik —

Baslangig torku Oda sicakliginda yakl. 1 Ncm Gevre verileri
ESD (DIN EN 61000-4-2): 8 kV

Saft capi @12 mm Burst (DIN EN 61000-4-4): 2 kV

Saft uzunlugu L: 25 mm EMC uyarinca: DIN EN 61000-6-2

Azami saft yuki, radyal 500 N DIN EN 61000-6-3

Azami saft yukd, eksenel 500 N Titresim: 200 m/s? (10 Hz ila 1000 Hz)
(DIN EN 60068-2-6)

Yatak Darbe: 5000 m/s? (6 ms)

Yatak tipi 3 hassas bilyeli yatak (DIN EN 60068-2-27)

Omir %2100 yatak yukinde Electrial Safety: DIN VDE 0160 uyarinca

%40 yatak yukinde ; o
%20 yatak yiikiinde Devreye girme suresi: <15s

Azami galisma hizi 8000 dev/dak.
Customs information

islevsel giivenlik igin 6zellikler Customs tariff number: 90318020

MTTF, 300a Country of origin: Germany

Kullanim émrii (TM) 20 a

Kullanim émr0 bilyali yatak %20 yatak yukiinde ve 8000 dev/dak. Arayiiz

(L10h) " . )

Tani kapsama derecesi (DC) 0 % Araylz: Universal Industrial Ethernet
Protokol: secilebilir (PROFINET-IO, EtherCAT,

Elektrik veriler EtherNET/IP)

isletme gerilimi/oz gug 10 VDC ila 32 VDC: typ. 125 mA Veri iletimi: 100BASE-TX

tiketimi - islev: Multiturn

ng t'uketl.ml typ. 3 W Kod: Binary, CW fabrika yapimi,

Islev ilkesi manyetik

Sensor verileri

Singleturn teknolojisi

Yenilik¢i Hall sensor teknolojisi

Singleturn ¢ézunarlik

65.536 adim/360° (16 bit)

Singleturn kesinligi

+0,0878° (< 12 Bit)

Singlturn tekrarlama kesinligi

+0,0878° (< 12 Bit)

Dahili dongu suresi

50 ps

Multiturn teknolojisi

Pilsiz ve tahriksiz patentli EnDra®
teknolojisi.

Multiturn ¢ozindrlik

43 bit

programlanabilir

Features, physical layer,
cycle times, functions,
parameters, objects and

Details can be found at the respective
products with the individual interface.

characteristics

Tani (LED): Veri trafigi ve baglanti denetimi:
L/Al: Port 1
L/A2: Port 2

Durum LED'i: STAT, MOD: Enkoder ve veriyolu

durum gostergesi
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Genel veriler

Agirhk yakl. 700 g

Baglant Veriyolu kapagi

Koruma sinifi (EN 60529) Govde: IP65, IP67;  saft girisi: IP65
Calisma sicakhgi -40 °Cila +85 °C

Yatak sicakligi -40 °C ila +100 °C

Daha genis bilgi

Genel teknik veriler ve giivenlik talimatlari
http://'www.wachendorff-automation.com.tr/gtv

Uygun aksesuar
http://www.wachendorff-automation.com.tr/aks

WDGA 58D Universal IE (cov) Tum veriler garanti, hata ve degisiklik icermez. © Wachendorff Automation GmbH & Co. KG  08.02.2026 -3-




WACHENDORFF

The Encoder Experts

WDGA 58D, Universal IE, BI2, veriyolu kapagi, 3x M12x1 ile
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DIN 6888-4x5 59
Tanimlama
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BI2  Veriyolu kapagi, 3x M12x1 ile

Baglanti tahsisleri Baglanti tahsisleri Baglanti tahsisleri

BI2 BI2 BI2

4 4 4

R € R

2 2 2
Konektor M12x1, Fis (Power) M12x1, Konektor M12x1,
(Portl) 4 kutuplu, 4 kutuplu, (Port2) 4 kutuplu,

D-kodlamali A-kodlamali D-kodlamali

Tx+ 1 (+) Vecc 1 Tx+ 1
Rx+ 2 bagl degil 2 Rx+ 2
Tx- 3 GND 3 Tx- 3
Rx- 4 bagl degil 4 Rx- 4
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Secenekler

Ozellikle hafif galisir verici Siparis kodu
Enkoder WDGA 58D Universal IE (cov) 6zellikle hafif calisir vericiyle de tedarik edili. Bu ~ AAC
durumda,

baslangi¢ torku < 0,5 Ncm olarak ve saft girisindeki koruma tirt
IP50 olarak degisir.
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Orn. siparis no. | Tip Enkoderiniz
WDGA 58D |WDGA 58D WDGA 58D
Saft capi Siparis koduna
12 @12 mm 12
Singleturn ¢oézunurliuk Siparis koduna
16 Singleturn ¢cézunurlik 16 bit 16
Multiturn ¢ézunurluk Siparis koduna
43 Multiturn 43 bit 43
Veri protokolu Siparis koduna
IE Universal |IE (veriyolu kapakli) IE
Yazilim Siparis koduna
U en guncel durum U
Kod Siparis koduna
B Binary B
Besleme Siparis koduna
0 10 Vila 32 V (standart) 0
Galvanik ayirma Siparis koduna
1 evet 1
Elektrik baglanti Siparis koduna
Baglanti kapagi:
BI2 Veriyolu kapagi, 3x M12x1 ile BI2
Secenekler Siparis koduna
Higbir secenek isaretlenmedi Bos
Ozellikle hafif galisir verici AAC
[6rn. siparis no. | WDGAS8D | 12 | 16 43 IE | B2 | |

| WDGA 58D | |

|0rn. siparis no.
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For further information please contact our local distributor.
mc H E N D O R F F Here you find a list of our distributors worldwide.
The Encoder Experts https://www.wachendorff-automation.com.tr/

Authorized Distributor

WACHENDORFF

Wachendorff Automation GmbH & Co. KG
Industriestrasse 7 « 65366 Geisenheim
Germany

Tel: +49 67 22/ 99 65 25
E-Mail: wdg@wachendorff.de
www.wachendorff-automation.de
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